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1. Install the Adapter

Please copy libmmgr_dal_PlayerOne and all .dylib files to the Micro-Manager folder,

as shown in the figure:

Mame @® @® POA_Micro-Manager_Device_Adapter,
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hs_err_pid37431.log
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| W_Prefs.txt | v Applications @ libmmgr_dal_PlayerOne
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Note: Please install Micro_Manager V2.0.3 or later versions.
Download URL: Micro—Manager 2.0 Mac nightly downloads

If you haven't run Micro-Manager on your Mac yet, the following information may be
helpful:

-- Download the Zulu JDK8 (x86 64bit) and install it(dmg file), here is the URL:
https://www.azul.com/downloads/zulu-community/?&os=macos&os-details=macOS

&package=jdk

Java 8 (LTS)
8u402b06 macOs x86 64-bit DK
Azul Zulu: 8.76.0.17

.dmg

Note: Even if your Mac has a M series CPU, please download the x86 64bit JDK.

-- After installing Mirco-Manager, do not run it yet. According to the official website
documentation, you need to do this: within the Micro-Manager folder in Applications,
hold command and drag ImageJ onto the desktop. Then hold command and drag it
back in. Then try running again. In addition, you need to CTRL-click or right-click and
select Open (instead of simply double-clicking) the first time you open it. Please see
Micro-Manager Installation Notes.

Run this command in terminal:

sudo xattr -r -d com.apple.quarantine /Applications/Micro-Manager-2.0.3-20240326
Please change Micro-Manager-2.0.3-20240326 to the installation path of your
Micro-Manager.



https://download.micro-manager.org/nightly/2.0/Mac/
https://www.azul.com/downloads/zulu-community/?&os=macos&os-details=macOS&package=jdk
https://www.azul.com/downloads/zulu-community/?&os=macos&os-details=macOS&package=jdk
https://www.azul.com/downloads/zulu-community/?&os=macos&os-details=macOS&package=jdk
https://www.azul.com/downloads/zulu-community/?&os=macos&os-details=macOS&package=jdk
https://micro-manager.org/Micro-Manager_Installation_Notes

2. Hardware Configuration

In the menu, click Devices-> Hardware Configuration Wizard...

Imaged File Tools Devices Plugins Window

Help

Device Property Browser...

Hardware Configuration Wizard...

Load Hardware Configuration...
Reload Hardware Configuration

Switch Hardware Configuration

Pixel Size Calibration...

Save Hardware Configuration As...

Configuration setting

Configure Player One's camera and filter wheel as shown in the image below:



[q Hardware Configuration Wizard

r to control the ha re in your

Browse:




Double click the item of POA_Camera:
Step 2 of 6: Add or remove devices

§" list to include in this configuration.

I Device: POA Camera; Library: PlayerOne

Device name |

Initialization

i i ]
Hepntune 6540 v

Heptune G54C

MaximumExposureMS: Set the camera's maximum exposure time, the default is

2000000mes.
Select Camera: If you have multiple cameras, you can choose the one you want to

use.



If you have a Player One filter wheel, you can also add it:
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ult d




!7. Hardware Configuration Wizard
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EY Hardware Configuration Wizard

: Define

POA FilterTheel

You can edit the filter name, like change ‘position-0’ to ‘R’.



Please input the name of the configuration file.

f:l Hardware Configuration Wizard

Step 6 of 6 Ve COo guration and exit
All done! Choose where to your config file

Filename:

Note: In later use, after Micro-Manager starts, select this configuration file:

Micro-Manager Startup
. e =

User Profile
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“Z, Refrash

M cio= 4
RO stage Autofocus

Snap: single frame

Live: video stream

Exposure[ms]: exposure duration
Binning: image pixel binning

Drag a area to set the ROI:

[ XN ] Preview-1 (100%)

2704x1540px RGB32 47MB



To set more parameters, in menu, click Devices->Device Property Browser:
Imaged File Tools Devices Plugins Window Help

Device Property Browser...

Hardware Configuration Wizard...

Load Hardware Configuration...

Reload Hardware Configuration

0
£

Switch Hardware Configuration >

Save Hardware Configuration As...

Pixel Size Calibration... Configuration settings

FY Device Property Browser

idth Limit

POA_Filter

In Property Browser, you can set gain, white balance, cooling setting(if cooled
camera)...



If you want to switch the filter of the filter wheel, please change the value of Label:
Note: the Ul is frozen, when filter wheel is moving.

fl Device Property Browser

dth Limit
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